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GLASSWORKS SERVICES LIMITED
UNIT 11, BROOMHOUSE LANE IND. EST., EDLINGTON,

                DONCASTER,  SOUTH YORKSHIRE   DN12 1EQ

                                         Tel. 08700 110 801     Fax. 08700 110 803

                       International Tel 0044 1709 770 801   Fax 0044 1709 770 803

                            VAT:  GB 464 2032 73
Safety Data Sheet HS08

Copper Oxide

1. Product Identification/Company

1.1 Chemical Nature

Product Name: Cupric Oxide (Black Copper Oxide)

1.2 Company


Glassworks Services Limited Tel 01709 770801

1.3 Emergency Contact
Poison Centre, New Cross Hospital, Tel 0171 635 9191

2. Composition/Information on Ingredients

Chemical Characterisation: Contains principally copper oxide CuO.


3. Hazards Information

Inhalation:
Harmful by inhalation.

Ingestion:
Harmful if swallowed.

Eye:

Eye contact may cause irritation.

Skin:

Persistent skin contact may cause irritation to the skin.

4. First Aid Measures

4.1 Skin contact

Wash with soap and water. If any adverse reaction occurs obtain medical attention.

4.2 Eyes contact

Wash  with a copious stream of clean water for 15 minutes and seek medical advice.

4.3 Inhalation

If affected move to fresh air and if any adverse effects occur obtain medical advice.  

4.4 Ingestion

Give plenty of water to drink and seek medical attention.

5. Fire Fighting Methods

5.1 Suitable methods of extinguishing

It is compatible with all standard fire-fighting techniques (eg. use of water, carbon dioxide, dry powder, sand and chemical foam extinguishers).

5.3 Fire fighting specific hazards

Although the product is not combustible or explosive if involved in a fire it may react violently with Al, B, Mg, K, Na, Ti, Zr.

6. Accidental Release Measures

6.3 Cleaning methods

Spillages should be collected by wet sweeping or by use of a vaccuum cleaner fitted with a high efficiency particulate filter.

7. Handling and Storage

7.1 Handling

The use of engineering measures (eg. local dust extraction) are recommended to provide effective dust control in order to ensure compliance with the current Occupational Exposure Limits (see O.E.L. for copper, Cu).

7.2 Storage

Store under normal dry conditions

8. Exposure Controls and Personal Protection

8.1 Technical protective measures

The use of engineering control measures (eg. local dust extraction) is recommended to ensure compliance with the current O.E.L. 

8.3 Respiratory protection

If engineering control measures need to be supplemented by the wearing of a respiratory protective device this must be of a type or to a standard approved by the Health and Safety Executive.

8.4 Hands protection

If prolonged contact with the hands is likely, wear suitable impervious gloves.

8.5 Eyes protection

If conditions exist where product contact with the eyes is likely, goggles meeting the requirements of BS2092 should be worn.

8.6 Skin protection

Wear protective clothing eg. overall and cap.

9. Physical and Chemical Properties

Appearance:

Fine black powder.

Odour:


Odourless.

Solubility:

Negligible (in water).

Melting point:

Approx. 1326 C.

Specific gravity:
Approx. 6.4.

10. Stability and Reactivity

See section 5.

11.Toxological Information

Copper oxide is an essential trace element, however if ingested in larger quantities it is harmful. Immediate symptoms include vomiting and diarrhoea. 

Inhalation of copper oxide over prolonged periods may give rise to symptoms like influenza.

12 Ecological Information

Copper and its salts are highly poisonous to marine invertebrates and seaweed.

13. Disposal Considerations

Dispose as required by Local Regulations (eg. by landfill) at an approved site. In the U.K. the material should be treated as a ‘Special Waste’ for waste disposal purposes and should be disposed of accordingly (ref the control of pollution (Special Waste) Regulations 1980, S.I 1980, No.1980, No. 1709). Do not put down the drains.

14. Transport Information

This product is not classified as dangerous for conveyance.

15. Regulatory Information

This product is classified as ‘harmful’ for supply. The appropriate risk and safety phrases are:

R22
Harmful if swallowed.

S22
Do not breathe dust. 

16.Other Information

In the U.K. the following Guidance notes/legislation provide useful information:

-Guidance Note EH40 Occupational Exposure Limits is currently published annually by the Health and Safety Executive. The latest relevant limits should be observed.

-HS (G) 37 ‘An Introduction to Local Exhaust Ventilation’ and Guidance Note EH44 ‘Dust in the Workplace - general principles of protection’. These provide useful guidance on the control of dust. Both are available from HM Stationery Office.

-Advice on respiratory protective equipment is also given in British Standard BS 4275:1974 ‘Recommendations for the selection, use and maintenance of respiratory protective equipment.’

-Control of Substances Hazardous to Health Regulations 1988 S.I. 1988 Ho 1657.

-Chemicals (Hazards Information and Packaging) Regulations, (CHIP) S.I. 1993 No 1746.

17. Warning

The information contained in this sheet are based on the information supplied by the producer, and is correct to the best of our knowledge at the date given on the first page, however no guarantee is made as to its accuracy.It is given in good faith. It is the user’s responsibility to satisfy itself that the information is complete and suitable for their own particular use.The information is to describe the product in relation to Health and Safety, and so should not be used as a specification.
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