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GLASSWORKS SERVICES LIMITED
UNIT 11, BROOMHOUSE LANE IND. EST., EDLINGTON,

                DONCASTER,  SOUTH YORKSHIRE   DN12 1EQ

                                         Tel. 08700 110 801     Fax. 08700 110 803

                       International Tel 0044 1709 770 801   Fax 0044 1709 770 803

Safety Data Sheet

Sodium Sulphate Anhydrous

June 1992

1. Product Identification/Company

1.1 Chemical Nature        
 Sodium Sulphate

1.2 Company   


 Glassworks Services Limited 

1.3 Emergency Contact     
 Phone No. (01709) 770801

2. Composition/Information on Ingredients

Alternative names: Disodium sulphate

CAS No. 
007757-82-6

Form:

granular

Colour:
white

Odour:
odourless

Use:

Manufacture of glass, textile printing, synthetic detergents.

3. Hazards Information

Unlikely to cause harmful effects under normal conditions of handling and use.

Occupational Exposure Limits

- UK EH40
:
Not listed.




10mg/m3 (Total Dust) (8hr TWA)




(see paragraph 39 Dusts: EH40/92)

4. First Aid Measures

4.1 Skin contact

Remove contaminated clothing. Wash skin with water.

4.2 Eyes contact

Irrigate with eyewash solution or clean water, holding the eyelids apart for at least 10 minutes. Obtain medical attention.

4.3 Inhalation
Remove patient from exposure, keep warm and at rest. Obtain medical attention if ill effects occur.

4.4 Ingestion

Do not induce vomiting. Provided the patient is conscious, wash out mouth with water and give 200-300ml (half a pint) of water to drink. Obtain medical attention if ill effects occur.

Further Medical Treatment.

Symptomatic treatment and supportive therapy as indicated.

5. Fire Fighting Methods

5.1 Suitable methods of extinguishing

Water spray should be used to cool containers

5.3 Fire fighting specific hazards

Themal decomposition will evolve toxic and irritant vapours.

5.4 Specific protective equipment for fire fighters

A self-contained breathing apparatus and suitable protective clothing should be worn in fire conditions.

6. Accidental Release Measures

6.1 Personal precautions

Ensure suitable personal protection during removal of spillages. Protect against dust.

6.2 Environmental precautions

Spillages or uncontrolled discharges into watercourses must be alerted to the National Rivers Authority or other appropriate regulatory body.

6.3 Cleaning methods

Sweep up and shovel into waste drums or plastic bags. Wash the spillage area clean.

7. Handling and Storage

7.1 Handling

Avoid contact with skin and eyes. Avoid inhalation of high concentrations of dusts.

7.2 Storage    

Keep in a cool, well ventilated place. Keep away from moisture. Stocks should be turned over at two to three monthly intervals and storage arranged such that oldest stock is used up first.

Storage temperature: ambient temperatures.

8. Exposure Controls and Personal Protection

Wear suitable protective clothing. An approved dust mask should be worn if exposure to high levels of dust are likely.

9. Physical and Chemical Properties

Melting Point (Deg C):
884

Specific Gravity:

2.7
Solubility (Water):

soluble

10. Stability and Reactivity

Hazardous Decomposition Product: Prolonged heating at high temperatures may give rise to sulphur  oxides.

Hazardous Reactions: Can react with magnesium and aluminium violently on heating.

11.Toxological Information

Inhalation
: High concentrations of dust may be slightly irritant to the upper respiratory tract.

Skin contact
: Unlikely to cause skin irritation.

Eye contact
: Dust may cause irritation.

Ingestion
: The swallowing of small amounts is unlikely to cause any adverse effects. Larger doses may produce diarrhoea.

Long term exposure: This material has been in use for many years with no evidence of adverse effects.

12 Ecological Information

Environmental Fate and Distribution

High tonnage material produced in wholly contained systems. High tonnage material used in open systems. Solid with low volatility. The product is soluble in water. The product is predicted to have high mobility in soil.

Persistence and Degradation

The product is substantially biotransformable in water.

Toxicity

Low toxicity to aquatic organisms.

LC50 (bluegill sunfish) (96 hour) 1350 mg/l

Effect on Effluent Treatment

The product is anticipated to be substantially removed in biological treatment processes.

13. Disposal Considerations

Disposal should be in accordance with local, state or national legislation.

14. Transport Information

Not classified as hazardous for transport.

15. Regulatory Information

Not classified as hazardous to users.

17. Warning

The information contained in this sheet is based on the information supplied by the producer, and is correct to the best of our knowledge at the date given on the first page, however no guarantee is made as to its accuracy. It is given in good faith. It is the user’s responsibility to satisfy itself that the information is complete and suitable for their own particular use.The information is to describe the product in relation to Health and Safety, and so should not be used as a specification.
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